
Mounting the LED panel in gypsum false ceiling

10
5+_

Mounting the panel in exposed T-grid false ceiling
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Instruction for installation and utilization of LEDILUX light panel for 
recessed (30x120)

1- For proper utilization of this product and safety, it is mandatory to closely
    comply with the directions and notes in this instruction and guide.
2- Earth connection as provided is mandatory.
3- Do not stare at LED light source.
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Safety pendant kit

In case of any need for safety pendant kit, it should be provided by
the customer separately.

Installation accessories are used for integrated ceiling
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Instruction for installation and utilization of LEDILUX light panel for recessed (30x120)

M527R+GDMRC21-Bracket+GDMRC24-Bracket
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Mounting the LED panel in gypsum false ceiling
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Mounting the panel in exposed T-grid false ceiling
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Instruction for installation and utilization of LEDILUX light panel for 
recessed (60x60)

1- For proper utilization of this product and safety, it is mandatory to closely
    comply with the directions and notes in this instruction and guide.
2- Earth connection as provided is mandatory.
3- Do not stare at LED light source.
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According to asymmetric Light distribution of 
Low UGR series, the appropriate installing
direction should be considered.



Safety pendant kitIn case of any need for safety pendant kit, it should be provided by
the customer separately.

Installation accessories are used for integrated ceiling
in models M527SD. 

M527S+GDMRC22-Bracket
M527S+GDMRC23-Bracket
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Instruction for installation and utilization of LEDILUX light panel for recessed (60x60)
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Use the provided stencil tool within the carton to make holes (*) on ceilings.
NOTE: The holes on the stencil tool and the terminals on the luminaire must
be in the same direction. (Figure 3) 

M427S...

Instruction for installation and utilization of LEDILUX light panel for 
surface mount (60x60)

1- For proper utilization of this product and safety, it is mandatory to closely
    comply with the directions and notes in this instruction and guide.
2- Earth connection as provided is mandatory.
3- Do not stare at LED light source.
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According to asymmetric Light distribution of 
Low UGR series, the appropriate installing
direction should be considered.



Suspention clamps position

Push! Close!

Electrical connections
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Instruction for installation and utilization of LEDILUX light panel for surface mount (60x60)
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Use the provided stencil tool within the carton to make holes (*) on ceilings.
NOTE: The holes on the stencil tool and the terminals on the luminaire must
be in the same direction. (Figure 3) 

Instruction for installation and utilization of LEDILUX light panel for 
surface mount (30x120)

1- For proper utilization of this product and safety, it is mandatory to closely
    comply with the directions and notes in this instruction and guide.
2- Earth connection as provided is mandatory.
3- Do not stare at LED light source.
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Push!

Suspention clamps position

Push! Close!

Electrical connections
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Instruction for installation and utilization of LEDILUX light panel for surface mount (30x120)
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Instruction for installation and utilization of LEDILUX light panel for 
suspension (60x60)

1- For proper utilization of this product and safety, it is mandatory to closely
    comply with the directions and notes in this instruction and guide.
2- Earth connection as provided is mandatory.
3- Do not stare at LED light source.
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M527S...LU...

According to asymmetric Light distribution of 
Low UGR series, the appropriate installing
direction should be considered.



Instruction for installation and utilization of LEDILUX light panel for suspension (60x60)
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Instruction for installation and utilization of LEDILUX light panel for 
suspension (30x120)

1- For proper utilization of this product and safety, it is mandatory to closely
    comply with the directions and notes in this instruction and guide.
2- Earth connection as provided is mandatory.
3- Do not stare at LED light source.
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Instruction for installation and utilization of LEDILUX light panel for suspension (30x120)

Push!
L

N

L

N

12 mm

N

L
L

N

12 mm

Looping

Electrical connections

7

6

4x2x

2x

600 mm

80 mm
4

1

5

A

B

C

D

3

80 mm

2


	meg-ledilux_rec-m
	Copy of LEDILUX light panel for recessed (30x120); P-154001 (ME-016 - 70020190 - 01 - 01) - 1
	Copy of LEDILUX light panel for recessed (60x60); P-1540 (ME-016 - 70020191 - 01 - 01) - 1

	meg-ledilux_smt-m
	1
	2

	meg-ledilux_sus-m
	2
	12




